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DAS ZIRKU & MUBARRAZ PORTS
Pre Arrival Questionnaire – ADNOC Offshore Terminal - DAS Island




PLEASE PROVIDE THE FOLLOWING PRE-ARRIVAL INFORMATION AT LEAST 72 HOURS IN ADVANCE IN THE FOLLOWING FORMAT AND SAME SEQUENTIAL ORDER:
· PETROLEUM PORTS AUTHORITY DAS - email: ppadas@adnoc.ae & tadas.Offshore@adnoc.ae
· PORT CONTROL ROOM - email: vtisdas@adnoc.ae & pctas.Offshore@adnoc.ae , VHF Ch.23,12                               

· Fax: +971 2 8733040 – Telephone No.+971 2 6021726/21727

· ADNOC OFFSHORE SHIPPING AGENCY:  oscdas.Offshore@adnoc.ae  & oasciidas.Offshore@adnoc.ae  Fax +971 2 6068188

Port Regulations are available on Petroleum Ports Authority website https://ppa.adnoc.ae
Update ETA At 48, 24 and 12 Hours Prior Arrival

· Contact Das VTIS on VHF Ch. 23, Port Control on VHF Ch. 16/12, at least four Hours before arrival.
· Maximum Sailing draft permitted is 20.5 m.
· Maximum Trim 3m. On Arrival at Ballast Condition/Min. Ballast Onboard 30% DWT.
· Please have the combination, pilot/accommodation ladder rigged on the lee side.
· Pilot Station:  Das Zirku-North/ Lat 250 10.00’ N, Long 0520 56.00’ E.
· The boarding pilot will grant pratique.
Part 1            
a. Ship's name : 
b. Previous name(s) : 
c. IMO number : 
d. Official No. : 
e. ETA pilot boarding station : 
f. Flag  :      
g. Port of registry :      
h. NRT :      
i. GRT :      
j. SDWT :      
k. Year built “delivered date” :      
l. Type of hull  :      
m. Type of ship :      
n. Master’s name :      
o. Registered owners name :      
p. Registered owners address :      
q. Registered operators name :      
r. Registered operators address :      
s. Name of the agent in UAE: 
Part 2  
a. Last port of call :      
b. Next port of call (for Port Clearance purpose only) :      
c. Final destination port :      
d. Last load port in UAE - name :      
e. Last load port in UAE - date :      
f. Voyage  no:         
g. Last port state control inspection place/date:                                
h. Confirm availability of port approach BA chart (2444 /3413) either in paper form or on two SOLAS approved, independent, ECDIS units that are duly certified by the vessel’s flag state  :      
i. Confirm port regulations/port information booklet available onboard :      
j. Confirm vessel is free of any defect which could affect the safe navigation :       
k. Is the Vessel compliant with the requirements of MARPOL 73/78 Annex VI, on Sulphur Cap-2020:  FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
l. Is the vessel using Fuel with Sulphur content of 0.5% M/M :  FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
m. Is the vessel fitted with Exhaust Gas Cleaning System (Scrubber):   FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
n. If the answer to the above question is “Yes”, attach copy of the Class approval Certificate for Exhaust Gas Cleaning System (Scrubber).
o. Confirm accommodation air conditioning/ventilating systems are operational with positive pressure, temp below 250 C :      
p. Arrival displacement  :      
q. Arrival DWT:      
r. Departure displacement :      
s. Arrival maximum draft  :      
t. Departure maximum draft :      
u. Arrival freeboard  :      
v. Length overall (LOA) :      
w. Beam :      
x. Confirm your acceptance to signing a boycott declaration to be submitted to the Supreme Petroleum Council.      
y. Ship emergency response service (SERS) provider:      
Part 3 (Ballast to be discharged/ Waste disposal)
a. Type of ballast :      
b. Quantity :          MT 
c. Deballast before loading or concurrent :       
d. Confirm ship has carried out ballast water exchange in accordance with IMO and ROPME requirements    :      
e. Confirm vessel has visited link https://ppa.adnoc.ae/en/ports/das-zirku-mubarraz/part-vi---16 in order to ensure that the Master is aware of available services within the Port:      
Part 4
(Expiry dates of the following certificates)

a. Are all statutory certificates where applicable valid :      
b. Is the ship free of outstanding conditions of class or other conditions pertaining to statutory requirement :      
c. Document of compliance (DOC) :      
d. Safety management certificate (SMC) :      
e. Cargo ship safety equipment certificate :      
f. Cargo ship safety radio certificate :      
g. Cargo ship safety construction certificate :      
h. International load line certificate :      
i. International oil pollution prevention (IOPP).  :      
j. Civil liability convention certificate :      
k. Ship sanitation  exemption certificate :      
l. Certificate of class - date of next renewal inspection  :      
m. International ship security certificate :      
n. State vessel's  P and I club :      
o. Circular 01/ 2018 of Federal Transport Authority land and maritime UAE, requires vessels to have financial security system matching the requirements of clause 2.5 and 4.2 of MLC 2014 as amended, master of the vessel is required to ensure this arrangement is in place, failing which the vessel could be denied entry: Noted  FORMCHECKBOX 
 
p. Certificate of fitness for the carriage of liquefied gases in bulk [GC /IGC code]:      
q. International certificate of fitness for carriage of dangerous chemical in bulk (for chemical tanker):      
r. Date last dry-dock:      
s. Date last SIRE inspection:                  
Part 5 (Ship security questionnaire) 
a. Contact details of the company security officer (CSO)  :       

b. Name  of the ship security officer  :      
c. Title  of the ship security officer  :      
d. Security level to be maintained at this port  :      
e. Continuous synopsis record up-to-date  :      
Part 6 (Attach International Maritime Declaration of Health)               

a. Has any person died onboard during the voyage other than as a result of accident?  :      
b. Is there onboard (or) has there been during the voyage any case of disease which you suspect to be of infectious nature?  :      
c. Is there any sick person onboard now? :      
Part 7 (Terminal Mooring requirements)
a. Minimum mooring requirements as stated in port regulations (4.2.9)      
b. Type of forward panama fairlead       
c. Size (horizontal & vertical dimensions) of forward panama fairlead of chock      
d. Number, type and safe working load of bow stopper.       
e. Confirm bow stopper suitable for 3 inch chain      
f. Confirm moorings and winches inspected and in good condition.      
g. Date of last winch brake test     
h. Confirm moorings on drums are spooled in the correct direction     
i. Confirm SWL of the mooring bitts      
j. Vessels are required to be fitted with a hose handling crane/derrick capable of plumbing over side for full length of the manifold with a minimum safe working load of 15 tonnes or as per OCIMF whichever is greater SWL:      
Part  8 (Terminal requirements) 

a. Cargo requirements [BBLS , Ltons]:      
b. Loading rate [BBLS , Ltons]  :      
c. Quantity onboard [BBLS , Ltons]      
d. Date of nor :      
e. Time of nor :      
f. Whether EDP acceptable :     
g. Confirm all cargo tanks are fully inerted with oxygen content below  8 %      
h. Confirm that the cargo system is free from defects or leaks which could effect cargo handling or cause pollution      
i. You will provide full senior accommodation and accommodation facilities for two pilot/loading masters, during your stay at the SPM.      
j. Also, provide proper and clean room/rooms for three divers/riggers for their stay onboard during loading.      
k. Anchors should be properly secured while your vessels is within the limits of das port.            
l. An empty winch drum must be prepared forward for heaving and stowing approximately 150m of 10” SPM hawser pick-up rope. (For SPM berthing only) confirm height from the center of manifold to the water line on arrival.           
m. Confirm vessel will operate under closed loading conditions with venting of cargo tanks only by means of approved venting system      
n. Confirm H2S content in cargo tanks in figure and should not exceed 5 ppm      
o. Confirm all tanks PV valves tested and in good working order      
p. Distance from bow to manifold      
q. Distance from manifold to ship’s side      
r. Height of manifold above deck      
s. Confirm the ship is equipped for mooring at single point moorings, all equipment fitted to OCIMF recommendations      
t. Confirm  if  vessel arrive partly loaded they should endeavour not to contaminate the atmosphere of unloaded tanks with H2S      
u. Confirm the maximum allowed H2S concentration on the open deck will be 5 ppm  by volume       
v. Confirm vessel should at all times follow the guidelines of latest ISGOTT edition and must consult with the loading master as regards safety and venting arrangement      
w. Confirm vessel has suitable mooring rope/s ready at poop deck to make fast the tow back tug (TBT) -  FORMCHECKBOX 
 Yes  FORMCHECKBOX 
No
Part 9a (Cargo Nominations) 
a. API      
b. SG      
c. Load temp(Approximate)      
d. Set range      
Part 10 Other information
a. It is considered that mariners should not exceed a draught of 20.5m whilst navigating the port limits of Das and approaches from deep-water route thereof.      
Forms and Certificates: 

Master to submit following completed forms along with this PAQ (sign and stamp where applicable) and attach certificates as per below: 

a. Vessel Declaration by the Master

b. Ballast water management form 

c. ISPS code security questionnaire 

d. Certificate for International Convention on Civil Liability for Bunker Oil Pollution Damage, 2001.

e. Crew list 

f. International tonnage certificate 

g. Copy of the last port clearance
h. Last 10 ports of call

i. Class approval certificate for Exhaust Gas Cleaning System (Scrubber)
j. International Maritime Declaration of Health
k. Any other documents
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